A

ALEMITE"

OIL PUMPS

Pneumatic - Industrial

FEATURES:
it * 44" — 6" diameter air motor
* Recommended for pumping distances over 100 feet
* Includes Air Connector and Quick Detach Air Coupler
* Requires Bung Adapter, Cover and Muffler (not included, refer to table below)
* Requires appropriate downtube
+ %" air inlet and outlet
7783-A4
Product # | Drum Material Inlet | Material Pump | Delivery | Cover Bung Muffler | Weight
Size Outlet Ratio Adapter
7783-M 55 gallon | NA 172" NPTE(f) | 6:1 10 gpm | 323847-4 326750-B1 [ 324170 |55 Lb.
1783-C4 Stub [ 172" NPTF(f) | 1/2" NPTE() | 6:l 10 gpm | Varies with drum size* | 326750-B1 | 324170 | 45 Lb.
1793-Al 55 gallon | NA [/2" NPTE(f) | 12:1 6.5 gpm | 323847-4 326750-B1 [ 324170 |75 Lb.
1793-C Stub [ 1/2" NPTE(f) | 1/2" NPTE(F) |12l 6.5 gpm | Varies with drum size* | 326750-B1 [ 324170 | 65 Lb.

* See page 44 and 45 for Cover information.
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