A
ALEMITE’

LARGE CAPACITY REEL - 8110 SERIES

FEATURES:

* Meets or Exceeds Military Vibration for Truck Transport test —
MIL-STD-810F 500,000 mile equivalent.

* Long Service Life — The spool axle is supported by independent
self-aligning bearing.

* Ultimate Corrosion Resistance — Individually powder coated
components insure maximum coverage resistance to corrosion.
Stainless steel fasteners are standard.

Power/Manual Rewind Hose Reels
I” Fluid Path for 2" through 1" 1.D. Hose

sann
Opbianok et Cank REWIND: 2" pitch chain and sprocket drive powered by

A.C.or D.C. electric motor.

INLET: |I” female NPT 90° swivel joint.
GOOSENECK: | female NPT outlet.
ADD 12” to E dimension when crank is in rewind position.

Standard seals, maximum temperature 174° F (79° C)
and minimum temperature -20°F (-29°C).

¢ in 112 314
HOSE LD mm 13 19
- HOSE CAPACITY AND REEL DIMENSIONS
e in /8 19732
HOSE 0.0 mm n fi1 40
AREVEI EST.WEIGHT A g el ] E & F Fl 6|
m HOSE LENGTH T I I
8110-1916 ft 200 100 50 1018 in 2 16 114 21 19 19 26 29 212 13
ol1U-1710 m a1 30 15 niG mm 533 406 286 53 3 533 660 737 51 330
. 1314 ft s 150 100 T4LB in 0 14 111/4 Al 23 23 214 27 412 13
6110-1314 s ] T3 30 K6 mm | o8 | 356 | 86 | 33 | s | ss4 | éi0 | ése | e | 330
2110-2318 ft 485 240 150 7818 in L} 1 || n 3 3 8 31 w2 13
: Bl m 148 73 46 358G mm 610 457 186 533 584 584 m 787 622 330
8110-2324 ft 625 300 200 841B in 30 u | ny| n 3 23 34 37 |22 | 13
allb-232 m 191 9] 61 384G mm 762 610 186 533 584 584 864 940 622 330
8110-3116 it 500 400 300 &0LB in 22 6 1114 24 31 il 26 29 32112 17
' -3 116 m 274 122 | 168G mm 559 406 186 610 787 T87 660 737 426 432
8110 19 | 14 | EP | 12¢ DC Explosion Proof Electric Motor 10 | 1" [ FF|Femaleln | WP | WPT | D Steel | 3K |0-3000 |2 | %Deqree | | | Left Hand Top Wind W | AlemiteRed
B | 16 | EA | 115 ACHectric Explosion Proof Motor 1 | Left Hand Bottorm Wind 6 | Grey
3l I8 | E| | 24v DC Bectric Explasion Proof Motar 3 | Fight HandTop Wind B | Bladk
24 | BC | Bevel Crank 4 | Fight Hand Bottom Wind W | White
A | Air Motor 5 | Sher
H | Hydraulic Motor
Additional Options Available:
Part No. Example:
; ; Hose Guide, Chain Shroud, and Motor Controls
8110-1916EP-10FFNPD3K21M '
8110 {Series 6110 Hose Reel Note: ; X 1BAG
-18 (19 Head Dia) ity n;mw_dmwdnnmmm Suffi  Motor
6 (167Drum ength) [P (120 DX Eplsio foaf Eectic Maror) ' EPEAEl  Eectic 4219
<10 (1" Thread Size) IFF {Femalz In/Dut Thread Type) Addh o dmodels "' i mhz
3K(@00Ps) 2050 nler) : :
1 (Left Hand Top Wind Fluid Path Location/Direction) IV (Calor, Alemite Red)
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A

ALEMITE’

LARGE CAPACITY REEL - 8120 SERIES

FEATURES:

+ Meets or Exceeds Military Vibration for Truck Transport test —
MIL-STD-810F 500,000 mile equivalent.

+ Long Service Life — The spool axle is supported by independent
self-aligning bearing.

» Ultimate Corrosion Resistance — Individually powder coated
components insure maximum coverage resistance to corrosion.
Stainless steel fasteners are standard.

Power/Manual Rewind Hose Reels
14" Fluid Path for 1" through 12" L.D. Hose

REWIND: '/2" pitch chain and sprocket drive powered by
A.C.or D.C. electric motor.

Shawnwith

Opional Bevel Crank

INLET: 2" straight victaulic connection with | 4" female
NPT straight swivel joint on all models or 2", 90° victaulic
with | /4" female NPT. Available when specified.

GOOSENECK: | 2" female NPT outlet standard on all models.
I" and |'4” available when specified.

ADD 12" to E dimension when crank is in rewind position.

Standard seals, maximum temperature 174° F (79° C)
and minimum temperature -20°F (-29°C).

e in 1 114 | 138 | 1172
Bk mm 5 32 3 38
HOSE CAPACITY AND REEL DIMENSIONS
in 1916 | 11316 1 2116
HOSEQ.D e 0 4 5 5
8120-2512 ft 95 a5 55 50 8918 in 18 12 11174 21 25 25 2 25 26102 14
0012 m b 26 17 15 K6 | mm | 457 | 305 | 286 | 533 | 635 | 635 559 635 673 356
st 5 ft 210 155 115 105 9118 in 18 12 11174 24 3 3 27 25 3212 17
8120-3112 m 4 3 3 4K [mm | 457 | 305 | 28 | 610 | 7 | 7w | s | 63 | 82 | 432
_— : ft 305 205 155 | 150 0618 n| 2 1B | 11| 3 31 2% w3l o7
81203116 g 93 61 i 3 AKG | mm | 550 | 406 | 285 | 610 | 7 | 7@ | 660 | 737 | 8 | 432
9190.219 ft 365 275 200 19 100 LB in 26 20 11144 24 31 31 30 33 217 17
8120-3120 m 84 61 58 45kG | mm | 660 | Sos | 286 | 610 | 787 | qw | je | 6 | s | am
[T 25 | 12 | EP | 12vDCHectric Explosion Proof Motor 10 | 17 | F|Femaleln | NP NPT | A | Aluminum | WP 0600 |1 | Swaight | 0| Left Hand Top Wind M| WemiteRed
31| 18 | EA [ 175 AC Electric Explosion Proof Mator 12| D | Ductilelron | 16| 0-1000 | 2| %0Degree | 2 | LeftHand Bottorn Wind G | Gy
W | E | 24vDCElectric Baplosion Proof Motor 151 1% 3 | Right Hand Top Wind B | Black
BC | Bevel Crank 4 | Right Hand Bottom Wind W | White
A | Air Mator § | Sher
H | Hydraulic Motor
U AW
Part No. Example: . 2"Victaulic Connection with 1'%" NPT Inlet Standard
8120-2512EP-15FNPALP21TM Additional Options Available:
8120 (Series 8120 Hose feel) Hose Guide, Chain Shroud, and Motor Controls
25 (25" Hesd D) - } ; ; -
12 (12°Drum Length)  EPP (129 DC Explsion Proof Bectric Motor) Note: Weights shownin chartare forcrank  Suffi Motor  LBAG
AS (1 etTheadSie)  F (emale Oufet Theead Type) rewind models. . -
NPT Thread Styke) A (lamiram Flid Path) EPERE)  Elecic 42019
LP(0-600 51} 2 (90° ket Add these amounts for power A & 812
A (Let Hond Top Wind Fhuid Prh Location /Dvection). IV {Colc, Memite Red) reviind models H Hydraulic 26112
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A

ALEMITE’

LARGE CAPACITY REEL - 8130 SERIES

FEATURES:

* Meets or Exceeds Military Vibration for Truck Transport test —
MIL-STD-810F 500,000 mile equivalent.

* Long Service Life — The spool axle is supported by independent
self-aligning bearing.

* Ultimate Corrosion Resistance — Individually powder coated
components insure maximum coverage resistance to corrosion.
Stainless steel fasteners are standard.

Power/Manual Rewind Hose Reels
2" Fluid Path for 14" - 2" |.D. Hose

— REWIND: !%2” pitch chain and sprocket drive powered by
OptinalBesel Cank A.C.or D.C. electric motor, compressed air or hydraulic

DIMENSIONS (See Table Drawing) motor.

INILET: 2" straight victaulic connection is standard or a
2" male NPT available if specified. 2" victaulic 90° also
available when specified.

GOOSENECK: 2" female NPT,

Standard seals, maximum temperature 174° F (79° C)
and minimum temperature -20°F (-29°C).

in 1112 2
mm 13 51
HOSE CAPACITY AND REEL DIMENSIONS
in 21116 | 2916
mm 52 65
ft a3 55 12418 in 26 20 15 21 23 25 30 33 2612 14
m 20 7 S6KG mm 660 508 381 533 635 635 762 &8 673 356
ft 115 N 136L8 in 38 31 15 n 25 25 42 45 26112 14
m 35 27 62 K mm 965 813 381 533 635 635 1067 1143 673 356
ft 225 140 18118 in 21 16 15 4 39 39 2 29 40172 21
m 69 a4 83KG mm 559 A06 kLl 610 991 99 660 137 08 533
8130 25 16 | EP | 12v DC Bxplosion Proof Efec. Mator 0 2| V| Vicaulic | NP {NPT | A | Aluminum | LP f0-600 | 1] Staight || Left Hand Top Wind M | Mlemite Red
3% | 20 | EA | 115vACElectric Explosion Proof Motor M| Malein 2| W0eqgre | 2 | Left Hand Bottom Wind G | Gy
31 | E] | 24v DCElectric Eqplosion Proof Motor 3 | Right Hand Top Wind B | Blact
BC | Bevel Crank 4 | Right HandBotomWind | W | White
A | Air Motor 5 | Gilver
H | Hydraulic Motor
2"female NPT Gooseneck Outlet Standard
Part No. Example:
8130-2520EP-20VNPALP11M Additional Options Available:
8130 (Series B130Hoce el Hose Guide, Chain Shroud, and Motor Controls
S ), _ . .
20 (20'0nmLength)  EIP (120X Eepl. ProofElectric Mtar) Note: Weightsshowninchartare forcrank ~ Suffic  Motor  LBKG
~20 (2 Thread Sre) W/ fictaulc Qulet rewind models _
PP (NPT Thread Stye) A (Auminum Pl Path) EREAEl  Eectic 4219
LP (0-600PSl). A (straight Inlet) ) hdd these amounts for power A Alr %12
1 (Left Hand TopWind Fluid Path Location/Direction) IV (Color, Alemite Red) rewind models H Hydraulic ~ 26/12
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