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ALEMITE' INDUSTRIAL LUBRICATION FITTINGS

FITTING ACCESSORIES

90° Adapters

Alemite Adapters are used to adapt a threaded fitting to a different size opening thread.
Product # | Thread Configuration | Thread (female)
51943 [/4"-28 Taper Thread (SAE-LT)(m) | 90° [/8" NPTE(f)

100144 | 1/4" NPTF(m) 90°, Swivel 114" NPSM ()
1001-66 | 3/8" NPTF(m) x 3/8" NPTE() 90°, Swivel 3/8" NPSM ()
1001-86 | 1/2" NPTF(m) x 3/8" NPTE() 90°, Swivel 3/8" NPSM(f)
100188 | 1/2" NPTF(m) x 1/2" NPTE() 90°, Swivel 112" NPSM ()

1001-88

Plugs

Alemite Plugs close openings where a fitting is no longer required.

Product # | Description

1480 1/8" NPTF Square Head

17831 [/8" NPTF Hex Socket

170008 [/4" NPTF Hex Socket

328224 [/4"-28 Taper Thd (SAE-LT) Hex Head

328435 [/4"-28 Taper Thd (SAE-LT) Thread Forming Hex Head

Bushings
Alemite Bushings are zinc plated to resist corrosion.
Product # | Thread (male) Thread (female)
45120 [/4" NPTF 1/8" NPTF

All2 3/8" NPTF 1/8" NPSI

40996 3/8" NPTF [/4" NPTF

All3 [/2" NPTF [/8" NPSI

51891 [/2" NPTF [/4" NPTF

131586 [/2" NPTF 3/8" NPTF

320354 I" NPTF [/2" NPTF

338552 2" NPT 3/4" NPT

-
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