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ALEMITE INDUSTRIAL LUBRICATION FITTINGS

THREADED FITTINGS

1/8" PTF Fittings

Alemite /8" PTF Fittings are used on industrial machines and heavy equipment.

FEATURES:
1644-B 1610-BL * Exceeds 72 hour salt spray test
T : Tl ine atrg
L :» 69 % _L * RoHS compliapnt ¥
=8 PP * 1958 has specialty cap providing a second seal for dust
iy == _1l5_ L ‘r proof applications
R IAES e T SR e Product # | Configuration | Hex Size | Overall | Shank
Length Length
1607-B 1669-B 16448 | Straight I DG G
1610-BL | Straight 116" 716" | 19/64"
1607-8 Straight 116" l-1/4" [ 25/31"
1669-8 Straight 7/16" 1-3/4" 1-17/64"
175 1684-8 Straight 3/8" 2-5/8" | 2-3/16"
1618-8 Straight 112" " 9/31"
1958* Straight 116" 33| 4
_L 1611-8 30° 116" 29/32" | 19/64"
Us" PTF SAE Spl Short g 19 16388 |30° M |3/ |1
1688- 45° 716" 57/64" | 19/64"
1684-B V" PTE SAE Spl Short 16208  [45° 716" -8 3B
R 1612-8 65° 116" 132" | 19/64"
16186 s | 6° me | ane g
(@ 1649-8 65° 3/8" 234" | 2-1/4"
‘ 1613-8 90° 716" 62" | 19/64"
ol I I | 16068 | 90° 716" 3716 | 1-174"
%h P 369599 | Straight 116" 258" | 131"
263 X 369608 | 65° 116" 293" |93
369574 | Double 70° 12" une (13"
Ifg" MPTF FEMALE
* Mso available in a |/8" BSPT version (1958-E)

Ifs" PTF SAE Spl Short

86 | Alemite Product Catalog www.alemite.com



A

ALEMITE INDUSTRIAL LUBRICATION FITTINGS

THREADED FITTINGS
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Ifa" PTF SAE Spl Short

Ifs" PTF SAE Spl Short

Ifg" PTF SAE Spl Short

Ilg" PTF SAE Spl Short

i/s" PTF SAE Spl Short
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ALEMITE INDUSTRIAL LUBRICATION FITTINGS

THREADED FITTINGS
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Is" PTF SAE Spl Short \/s" PTF SAE Spl Short

1/4" PTF Fittings

Alemite '/4" PTF Fittings are widely used for larger bearings on farm machinery and heavy industrial equipment.
Recommended for heavy lubricants in cold weather.

Product | Configuration | Hex | Overall | Shank FEATURES:
# Size |[Length [Length * Exceeds 72 hour salt spray test
5 = Di luding check ball
16278 | Straight oe" |ae | 2164 s s gy
» Trivalent zinc plating
1629-8 | 615° 9/18" | 31/32" | 11/31" * RoHS compliant

* Dry seal eliminates need for sealant

1627-B

Ils" PTF SAE Spl Extra Short 4" PTF SAE Spl Extra Short
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