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INDUSTRIAL LUBRICATION FITTINGS

ALEMITE"

METRICFITTINGS

Threaded Metric Fittings

Alemite metric thread conforms to German Standard DIN 71412.

Product # | Thread Configuration | Hex Overall | Shank FEATURES:

Size |Length |Length * Exceeds 72 hour salt spray test
2106 6 mm x | mm | Straight Tmm |1932" | 1/4" ) E irt excluding check ball

* Trivalent zinc plating

2107 6 mmx | mm |45° [0 mm | 13/16" ]7/32" « RoHS compliant
2108 6 mmx | mm |90° 10 mm | 3/4" 131"
2103 8 mm x | mm | Straight 9 mm |5/8" 1/4"
2105 8 mmx | mm |90° [0 mm |3/4" 131"
2109 [0 mm x | mm | Straight [l mm | 5/8" 1/4"
2106 2107 2108 2103
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6mm x |mm (pitch)
Taper Metric Thread
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6mm x |mm (pitch)
Taper Metric Thread
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6mm x |mm (pitch)
Taper Metric Thread
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8mm x |mm (pitch)
Taper Metric Thread
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2109

8mm x Imm (pitch)
Taper Metric Thread

10mm x Imm (pitch)
Taper Metric Thread
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